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PRODUCT N2AME: PAINTERS QUICK DRY OIL BASE ENAMEL HI HI HMIS CODES: H ¥ R P
F )YICT CODE: 701P-01 2*%2 0 B
SECTION I - MANUFACTURER TDENTTFICATION
MANUFACTURER'S NAME + Conco Paint Company
ADDRESS + 12234 Los Nietos Road, Sante Fe Springs, CA 00670
EMERGENCY PHONE : (B0O) 486-788% SUFERSEDES DATE + 3/23/9%
INFORMATION PHONE : (800) 486-7889 REVISION DATE + 5/12/99
DATE PRINTED : 5/29/99.
liisemee—— SECTION II - HAZARDOUS INGREDIENTS/SARA LIIT INFORMATION —===———
VAPOR PRESSURE WEIGHY
REPORYARLE CONPONENTS CA5 FOHBER m bg & TRP FERCENT
NAPETHA (PETROLEON), HEAVY ALKYLATE 64741-65-7 2.6 & F 19.1
ACGTA TLV/TWA: 300 PP
WAPEYEA (PETROLEUN), EYDRUIREATED HEAVY 64742-38-9 10 68 F 4.3
OSHA PEL/TRA: 400 PPM; ACGIH TLV/IWA: 400 PP
MAPETRA {PETROLEUN), MEDIUM ALIPEATIC 64742-88~7 0.5 68 P t.2
OSH PEL/TWA: 100 PPM; AGIE TLV/TWA: 100 PPH
MAPETRA (PETROLEUN), LIGET AROMATIC 64742-95-6 <5 100 ¥ 1.2
MCGTE/MA: 100 PiM; FEDERAL PEL: 100 PPR
=~ EMATED CASTOR OIL 8001-78-3 N/A ¥/A 1
WHE RSTABLISHED
YRINETEYLBENZENES 25551-13-7 16 100 ® 0.7
OSHA PRL: 25PPN; ACGIH ~¥LV/IWA: 25 PPH; MCGIH -TLV/STEL: 35 PPN
WAPRTHA (PETROLEUN), HYDROTREATED LIGHT 64742-47=8 10 68 1 0.7
ACGIH TLV/TWA: 300 PPH
+ CORALT COMPOTID(S) 7440~48-4 R/A /2 0.10

OSHA PEL: 0.1 nq/u3, MOGIE TLV .02 ng/m3

+ Indicates toxic chemical(s) subject to the reporting vequirements of section 313 of Title ITI and of 40 CFR 372.

{ Indicates toxic chemical(s) swject to the reporting requirenents of California Proposition 65 Safe Drinking Water and Toxic
tforcepent Act.

SECTTION III - PHYSICAL/CHEMICAL CHARACTERISTICS =——————=
BOILING RANGE: 235 F - 355 F SPECIFIC GRAVITY (H20=1): 1.22
VAPOR DENSITY: Heavier than air. EVAFORATION RATE: Slower than ether.
OOATING V.0.C.: 392 g/ MATERIAL V.0.C.: 392 g/1

SOLUBILITY IN WATER: None.
APPEARANCE AND ODOR: Typical for solvent based paints.

SECTION IV - FIRE AND EXPLOSION HAZARD DATA ————=————r——
FLASH POINT: 112 F NMETHOD USED: TCC
FLAMNAELE LIMITS IN ATIR BY VOLUME- LOWER: 0.7 UPPER: 7.0

1 INGUISHING MEDTA: Foam, CO2, or Dry Chemical.

SPECIAL FIREFIGHI1ING PROCEDURES . .
Use self-contained breathing apparatus with full facepiece operated in pressure demand or other positive pressure node. During
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ep=ency conditions, overexposure to decomposition products may cause health hazard.

URUSUAL FIRE AND EXPLOSION HAZARDS

Vapors are beavier than air and may travel along tbe ground or be noved by ventilation and ignited by beat, pilot lights, or other
flames and ignition sources at locations distant from material Bandling points. Keep containers tightly closed. Ieolate from heat,
sparks, electrical equipsent, and open flaves. Closed containers may explode on exposure to high temperatures.

SECTION V —~ REACTIVITY DATA

STABILITY: Stable.
CONDITIONS TO AVOID
Do not expose to high temperatures or open ignition sources.

INCOMPATIBILITY (MATERIALS TO AVOID)
Avold contact with strong oxidizing agents.

HAZARDOUS DECOMPOSITION OR BYPRODUCTS
May forn toxic materials; Carbon Dioxide, Carbon Momoyide, various Bydrocarhons, etc. on thermal decomposition.

HAZARDOUS POLYMERIZATION: Will not occur.

SECTION VI - HEALTH HAZARD DATA

INHALATION HREALTH RISKS AND SYMPTOMS OF EXPOSURE
May cause nasal and rospiratory irritation, dizeiness, weakness, fatigue, nausea, headache, possible unconsciousness and even
agphyxiation.

S._AN AND EYE CONTACT HEALTH RISKS AND SYMPTOMS OF EXPOSURE
BVES: May csuse severe irritation, redness, tearing, and blurred vision. SKIN: Bedness or dryness.

SKIN ABSORPTION HEALTH RISKS AND SYMPTOMS OF EXPOSURE
Moderate irritation, rednass, and defatting dermititis.

INGESTION HEALTH RISKS AND SYMPTOMS OF EXPOSURRE
Can cause gastrointestinal irrltation, nausea, vomiting, and diarrbea.

HEALTH HAZARDS (ACUTE AND CHRONIC)

ACUTE: Irritation of sKkin, eyes, and respiratory tract. Aspiration of material into lungs can cauce chemical puewmonitis which can
be fatal, CHRONIC: Prolonged or repested exposured above TLV may result in permanent brain and nervous system damae. CHRONIC:
Prolonged or repeatad axposure to this product may causa cancer.

CARCINOGENICITY: NTP CARCIROGEN: No  TARC MONOGRAPHS: No  OSHA REGULATED: Yes
WARNIVG! This product contains chemical(s) known to the State of California to cause cncer. (California Bealth and Safety Code
Section 25249.5) (Prop, 65). WARNING! This product contains chemical(s) kmovn to the State of California to cause birth defects or
other reproductive harw, (Califernia Health and Safety Code Section 25249.5) (Prop. 65).

MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE
May be aggravating to some skin and respiratory conditions, and to pre-existing liver and/or kidney disorders.

EMERGENCY AND FIRST AID PROCEDURES

BYES: Flush vith large amounts of water for at least 15 minutes, Take to a physicias.

§”™"* Wash affected areas vith soap and water. Remove contaminated clothing. If irritation persists, comsult physician.
i, ATION: Remove to Eresh air. Restore breathing. Treat symptomatically. Comsult physician,

INGESTION: Drink 1 or 2 glasses of water to dilute. DO HOT INDUCE VOMITING. CONSOLT A PHYSICIAN OR POISON COMTROL CENTER
DMMEDIATELY. TREAT SYNPTOMATICALLY.
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== ==== SECTION VII ~ PRECAUTIONS FOR SAFE HANDLING AND USE m—————=

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
glininate all ignition sources. Dike, contian, or absorb with inert waterials. Transfer to containers For recovery or disposal.
Prevent runoff into sewers, streams, or other bodies of uater.

WASTE DISPOSAL METHOD
Dispese of in accordance with all local, state and federal requlations.

PRECAUTIONS TO BE TAKEN IN HANDLING ANRD STORING
Do not store or use Dear sources of high temperatures, near fire or open flame, or other ignition sources.

OTHER PRECAUTIONS
D0 NOT TAKE TNTERFALLY. Avoid prolonged or vepaated exposure to levels above TLV. KEEP OUT OF REACE OF CHILDREN,

SECTION VIII - CONTROL MEASURES

RESPIRATORY PROTECTION

If TLV is exceaded, use NIOSH/SEA approved organic vaper, wist and dust, supplied air, or self-contained breathing apparatus.
Avoid breathing sanding dust.

VENTILATION
Uge adoquate machanical (gemaral and/ar local} ventilation to maintain exposure below TLV.

PROTECTIVE GLOVES
Wear resistant gloves such as Nitrile Rubber.

E. < PROTECTION
Use chemical splash goggles or OSHA pexmitted safety glasses.

OTHER PROTECTIVE CLOTHING OR EQUIPMENT
Wear impervicus clothing. Byewash station.

WORK/HYGIENIC FPRACTICES
Wash bands before eating or using restroons. Remove and wash all contaminated clothing before reuse.

SECTION IX - DISCLATMER

The inforsation contained herein is furnished without warrapty of any kind. Ruployers should use this information only as a
aupplenent to other infornation gathered by thea and wust ake independent detarnination of suitability and conpleteness of
intormation from all sources to assure proper use of these materials and the safety and health of employees.



